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Introduction
This mini HDMI to HDMI enhancer can transmitting digital audio and video 
signal and extending or cascade it without signal loss. It is capable of 
receiving and transmitting 2.25 Gbps bandwidth rate and the video 
resolutions supports up to 1080p@60Hz. The other important feature is that the 
system has built-in the equalizer and CDR (Clock Data Recovery) can provide 
long cable support even at deep color resolutions. Last but not least, the 
device does not require power adaptor as it gets power from the input 
source equipment.

Applications
• Installation usage
• HDMI signal cascading

Features

• Built-in TMDS equalizer and CDR for long cable support
• Support video resolutions up to 1080p@60Hz
• Capable of receiving and transmitting 2.25Gbps data
• Without extra power support and will get 2W of power from the input 

device
System 
Requirements

HDMI input port connected to the source/HDMI system’s HDMI output and 
output port connected to the HDMI display system’s HDMI port or cascade 
with another family device to extend the distance.

Operation Controls 
and Functions

1. HDMI input: Connect the HDMI input port to the HDMI output port of your 
source equipment such as DVD/HDMI switcher/HDMI Splitter/HDMI Matrix. 
Direct power supply from HDMI input source equipment yet if the source 
can't supply with power users can connect an external power for external 
HDMI power supply.
2. HDMI output: Connect the HDMI output port to the HDMI input port of 
your HDMI transmitter box or display to enhance the source.



Connection



Specifications

Frequency bandwidth 2.25Gbps (single link)
Input Port 1 x HDMI (Female type)
Output port 1 x HDMI (Female type)
Output Resolution HD: 480i ~1080p@24/50/60

PC: VGA~UXGA
Input Cable Distance 15M / 8 or 12 bits
Output Cable Distance 15M / 8 or 12 bits
ESD Protection Human Body model: 

± 8kV (air-gap discharge)
± 4kV (contact discharge)

Dimensions (mm) 65(W) x 24(D) x 10(H)
Weight(g) 30
Chassis Material Plastic
Silkscreen Color Black
Operating Temperature 0˚C~40˚C / 32˚F ~ 104˚F
Storage temperature -20˚C~60˚C / -4˚F ~ 140˚F
Relative Humidity 20~90% RH (no condensation)
Power Consumption (W) 2W (Max)


